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L DRILL DRAWING LAYER J
LINEAR TECHNOLOGY- DC232A-LTC1622 =,
LOW INPUT VOLTAGE CURRENT MODE- 2

BUCK CONVERTER DATE: 09-22-98

SHOWN FROM COMPONENT SIDE

REVISIONS

NOTES : Unless Otherwise Specified
1. MATERIAL : FR4 OR EQUIVALENT EPOXY, 2 0Z, COPPER CLAD

THICKNESS .062 +/-.006 TOTAL OF 2 LAYERS.
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2. FINISH : ALL PLATED HOLES .001 MIN. / .0015 MAX. COPPER PLATE
ELECTRODEPOSITED TIN-LEAD COMPOSITION
BEFORE REFLOW , SOLDER MASK OVER BARE COPPER (SMOBC).
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. SCORING:

. SOLDER MASK : BOTH SIDES USING LPI OR EQUIVALENT.

. SILKSCREEN : USING WHITE NON-CONDUCTIVE EPOXY INK.
. UNUSED SMD COMPONENTS SHOULD BE FREE OF SOLDER.
. FILL UP ALL VIAS WITH SOLDER.

»0000000000<M»M<NNNNNNNN

0.017

8. PLEASE LOOK AT THE README FILE FOR THE OTHER REQUIREMENTS.
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