REVISIONS

DESCRIPTION APPR| DATE
FINAL FABRICATION 12-05-05
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E8 1. WORKMANSHIP SHALL BE IN ACCORDANCE WITH IPC—-A-610.
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U2 cAo/Fo J11_2 . INSTALL SHUNTS ON JP1-JP4 PIN 1 AND 2.

. PARTS TO OMIT WILL BE SPECIFIED ON THE BILL OF MATERIALS.
LOCATIONS OF OMITTED PARTS SHALL BE FREE OF SOLDER.
7 sie Mg MASK THE SOLDER STENCIL WHERE SMT PARTS ARE OMITTED.
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LT°248‘CDD$% . DEPANELIZE BOARDS AFTER ASSEMBLY AND ROUTE-OUT THE BREAKOUT

GND EXT LT1790 LT123

DCIS1A®)Y TABS ON FOUR SIDES OF THE BOARD EDGE.
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o JG-BT DELTA SIGUA ADC . ASSY PROCESSES SHALL INCLUDE: REFLOW SOLDER TOP SIDE SMD.

TOP SILKSCREEN
LINEAR TECHNOLOGY
DC951A * LTC2481CDD

16-BIT DELTA SIGMA ADC APPROVALS 1630 MCCATHY BLVD
WITH PGA AND 12C INTERFACE o ‘ ' LIHW B (A0RMI2 1000
DATE: 12-05-05 SRAWN TECHNOLOGY Fox cosrour Use onLy

CHECK
ENGR 12-05-05 WITH PGA AND 12C INTERFACE
SIZE DEMO REV.
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