
High Voltage µModule Regulator
Input Range: Up to 60 V, 
Output: Up to 48 V

Part Number VIN Range VOUT Range EMC Compliant IOUT Package Size (mm)

Step-Down

LTM8074 3.2 V to 40 V 0.8 V to 12 V CISPR 22 Class B 1.2 A continuous, 
1.75 A peak 4 × 4 × 1.82 BGA

LTM8063 3.2 V to 40 V 0.8 V to 15 V CISPR 22 Class B 2 A continuous, 
2.5 A peak 6.25 × 4 × 2.22 BGA

LTM8065 3.4 V to 40 V 0.97 V to 18 V CISPR 22 Class B 2.5 A continuous, 
3.5 A peak 6.25 × 6.25 × 2.32 BGA

LTM8002 3.4 V to 40 V 0.97 V to 18 V CISPR 25 Class 5 2.8 A continuous,  
3.5 A Peak 6.25 × 6.25 × 2.22 BGA

LTM8053 3.4 V to 40 V 0.97 V to 15 V CISPR 22 Class B 3.5 A constant, 
6 A peak 6.25 × 9 × 3.32 BGA

LTM8003 3.4 V to 40 V 0.97 V to 18 V CISPR 25 Class 5 3.5 A continuous, 
6 A peak 6.25 × 9 × 3.32 BGA

LTM8050 3.6 V to 58 V 0.8 V to 24 V 2 A 9 × 15 × 4.92 BGA

LTM4653 3.1 V to 58 V 0.5 V to 54.5 V EN 55022 Class B 4 A 15 × 9 × 5.01 BGA

LTM8073 3.4 V to 60 V 0.8 V to 15 V CISPR 22 Class B 3 A continuous, 
5 A peak 6.25 × 9 × 3.32 BGA

LTM8071 3.6 V to 60 V 0.97 V to 15 V CISPR 22 Class B 5 A continuous, 
7.25 A peak 9 × 11.25 × 3.32 BGA

Step-Down: 
Constant Current 
Constant Voltage

LTM8026 6 V to 36 V 1.2 V to 24 V 5 A
11.25 × 15 × 2.82 LGA

11.25 × 15 × 3.42 BGA

LTM8052 6 V to 36 V 1.2 V to 24 V 5 A (sink and source)
11.25 × 15 × 2.82 LGA

11.25 × 15 × 3.42 BGA

LTM8064 6 V to 58 V 1.2 V to 36 V 7 A (sink),  
9 A (source) 16 × 11.9 × 4.92 BGA

Isolated (2 kV AC)
LTM8067 2.8 V to 40 V 2.5 V to 24 V 450 mA 9 × 11.25 × 4.92 BGA

LTM8068 2.8 V to 40 V
VOUT1: 1.2 V to 18 V IOUT1: 300 mA (LDO)

9 × 11.25 × 4.92 BGA
VOUT2: 2.5 V to 18 V IOUT2: 450 mA

Buck-Boost

LTM8054 5 V to 36 V 1.2 V to 36 V 5.4 A 11.25 × 15 × 3.42 BGA

LTM8055 5 V to 36 V 1.2 V to 36 V 8.5 A 15 × 15 × 4.92 BGA

LTM8056 5 V to 58 V 1.2 V to 48 V 5.5 A 15 × 15 × 4.92 BGA

Inverting LTM4651 3.6 V to 58 V –0.5 V to –26.5 V EN 55022 Class B 4 A 9 × 15 × 5.01 BGA
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LTM8074

40 V, 1.2 A (Continuous), 1.75 A (Peak)  
Silent Switcher Step-Down µModule® Regulator

 X VIN range: 3.2 V to 40 V
 X VOUT range: 0.8 V to 12 V
 X IOUT: 1.2 A (continuous),  

1.75 A (peak)
 X Low noise, Silent  

Switcher® architecture

 X CISPR 22 Class B compliant
 X Require only four  

external components
 X 4 mm × 4 mm × 1.82 mm  

BGA package

LTM8071

60 V, 5 A (Continuous), 7.25 A (Peak)  
Silent Switcher Step-Down µModule Regulator

 X VIN range: 3.6 V to 60 V
 X VOUT range: 0.97 V to 15 V 
 X IOUT: 5 A (continuous),  

7.25 A (peak)
 X Low noise, Silent  

Switcher architecture

 X CISPR 22 Class B compliant
 X Parallelable up to 9 A
 X 9 mm × 11.25 mm × 3.32 mm 

BGA package
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Two LTM8071s can deliver up to 9 A.
LTM8071 package photo.

LTM8074 typical application.
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LTM8074 package photo.
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