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Input channels: zy 
Global : 8 inputs fran slots 3-10 ';o 
Local; 8 differential or 16 single ended s" 

Input characteristics: n- 
Global programmable gain amplifier; cn 

Software programable gains. xl, x2, x5, xl0 
Input range: xl, + 1OV 

x2, + 5v 
x5, + 2v 

A 
x10, + 1v 

Accuracy: xl,x2,Gain, + (O.O1%+50uV),,x5,xlO,Gain, + (O.O15%+5OuV) 
Non-linearity: +O.OOS% of F.S. 
Tkqerature coefficient; ?(O.OOl% + ZOUV)/~C 
Input noise voltage: 3OuV p-p, O.lHz to 1OkHz 
Settling time to 0.01%. 6us 
Slew rate: lOV/us 
Small signal bandwidth: 28OkHz 

Local instrumentation amplifier: 
Switch selectable gains: xl, x10, xl00 
Input range. xl, + 1OV 

x10, + IV - 
x100, + 1oOTrv 

Input protection. + 30V sax (Peered) 
I 1OV max (Unmered) 

Axuracy i 

xl, f(O.Ol% + 2UUV) 
xlo, x100; k(O.Ol% + 1OuV) 

Non-linearity. +0.005% of F.S. 
Temperature coefficient: 

xl, +(o.ool% + lOuV)/YZ 
xlo, ~(0.002% + 4UV)/"C 
x100, +(0.002% + 2uV)/OC 

Camon mode rejection ratio: MOdB, DC to 60Hz 
Input bias mrrent. <lnA 
Input resistance. > 1OOKMs 
Input noise voltage: 

5uV p-p, O.lHz to 1OHz 
1ouv nits., 1OHz to 3oKHz 
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Settling tim to 0.01% 
xl, 15us 

x10, 3uus 

x100, 75us 

Slew rate (xl). lOV/us 
Sbll signal bandwidth; 13OkHz 

Global 10.000 volt reference: 
Accuracy. +O.Ol% 
Temperature-efficient; +-0.002%/T 
toad current. 1OnA m 
Load regulation: +O.U05%/m~ 
Noise: 20uV pp, O.lHz to lOH2 

1OuV rm, 1OHz to 301Mz 

NOTE: All amplifier specifications with respect to input. 
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