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Operating voltage: 12-14OVAC (OAC-120) n WC 
24-28OVAC (OAC-240) ac 

E?xquency: 25-65Hz U-J< 
Current: max 3A @ 25'C, derate to LA at 70°C 

min 2OmA 
peak 50A for 1 cycle surge 

Voltage drop: 1.6V max (device on) 
Leakage: 5mA max (device off) 
Power factor: up to 0.5 
Switch form: 1 pole, nomlly open 
Switch technique: optically isolated solid state switch 
Switching time: l/2 cycle max (101~ @ 50Hz) 

Cc Output tiule 

lx output: OX-60 olx-200 
operating voltage: lo-60V IO-2oov 
current at 25T: 3A IA 

at 7OT: IA 0.3A 
voltage drop: 1.6V max. (device on) 
leakage: 21~4 IMX (device off) 
switch form: 1 pole, nom!ally open 
switch technique: optically isolated solid state switch 
switching tine: lms rmx 

AC Input Mdule 

AC input: IAC-120 WC-240 
on state input: go-14ovN.z 180-280VAC 
input current: 1mmax. 7mA max 
off voltage: <25VAC (2nA) <50&x (lm) 
switching technique: optically isolated solid state switch 
switching time: 2Oms nlax 

DC Input Wdule 

IX input 
onstate input: lo-32V (1X-32) 
input current: 25mA n-ax at 32V 
off voltage: <lV (ImA) 
reverse voltage: 32V max 
switching technique: optically isolated solid state switch 
switching time: 51~s IMX 
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