
+ PURCHASED ITEM 

SPECIFICATIONS 

MODEL 7166 MERCURY WBTl’RD RELAY CARD 

CHANNBW PRR CAiU3: l0 
CONTACT coNplGURATlONi 2.pck, km A; 1 d yf lekctabk or M isolated channels, 

jumper wkctablt. 
CONNBCIDRTYWlOuk)cdlsmnnrtramr~NoUlUNGmadmumwin,size. 
RELAY DIUVR CURRBND 7WA pCn mlay typkel. 
MAXIMUM SIGNAL LRVRLJ 8W p&k 0.75A DC or RMS switched. 2A DC or RMS 

enmy .%‘A. 
CONTACX’ UPRi ~4 x RI’ clwure~ (cold nvlkhlng); >5 x lo’ clowms (at maximum 

A 

SIpId kvel). 
CON-l” RSSlSIANCSr 

ChmmolINtoCh~~lOVD <l!Bmlltontedlih. 
C@nml IN to Cud OUTPU’N <l2OmO to rated life. 

CONTACT POl’SNTlAL: <75& per contact pair with copper leads typical. 
ACTUATlON mint <3au. excluslW of llwtntmma. 
CHANNEL ISOWTIONI lo’%, <I@+ 
1NPUT ISOLATlON 

Dlfbmnt&b >@‘a. -0OpF. 
Common Mode: ~l0’Q. <twpF, 

COMMON MOOR VOWR: 3wv peak. 
RNWRONMKlhT 

Opwanry:vmwC,upmwCat7i%R.H. 
stomQ*: -79~ to 65%. 

DIMRNBIONB. WElGH’lI 32mm high x ll4mm wide x Z72mm long (1%” x 41%” x 
MW’). Not wDbht 0.25~ (10 oz.). 

NOTE: SPECIFICATIONS SUBJECT TO CHANGE WITHOUT NOTICE 

Kelthley Instruments Inc. 
Cleveland, Ohio 44139 


