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3 INSULATION RESISTOR VALUES 1M • 9.9M • 99M

LED INDICATION OF TEST VOLTAGE AT 100V • 250V • 500V • 1000V
3 CONTINUITY RESISTOR VALUES 0.5 • 2 • 10

AC LINE VOLTAGE OUTPUT FOR TESTING VOLTAGE MEASUREMENT
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1% Accuracy)

1% ±20m Accuracy)

FUNCTIONAL CHECK OF RCD TESTERS VIA A DEDICATED 13A SOCKET
3 SELECTABLE RANGES : 10mA @ 150ms • 30mA @ 150ms • 150mA @ 30ms
INDICATORS FOR • •READY TRIPPED OVERCURRENT

FUNCTIONAL CHECK OF LOOP TESTERS VIA A DEDICATED 13A SOCKET
SUPPLIED LOOP IMPEDANCE
SUPPLIED LOOP IMPEDANCE + 1 OFFSET� �5% Accuracy)

VOLTAGE INDICATIONS BETWEEN THE FOLLOWING WIRES
(PHASE TO EARTH) • (PHASE TO NEUTRAL)
(INCORRECT WIRING)
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2080 Dimensions:

28cm x 22cm x 9cm

> Available with Calibration Certificate <


