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SUPER STOCK STRAIN GAGES – 5 PER PACK

STC should match the coe�cient of thermal expansion 
of the specimen (in ppm/°F) when test temperatures will vary.  

GAGE DESIGNATION SYSTEM
Self-Temperature-Compensation

Foil Alloy

Carrier Matrix (Backing)

CE A - 06 - 250 UW - 350 

Resistance in Ohms

Active Gage Length in Mils

Grid and Tab Geometry

Linear Gages

Rect. Rosettes

Stacked Rosettes
CEA-06-062WT-350
CEA-13-062WT-350

WA-06-120WR-350/W

CEA-06-062UR-350
CEA-13-062UR-350
CEA-06-125UR-350
CEA-13-125UR-350
CEA-06-250UR-350

Tee Rosettes
CEA-06-062UT-350
CEA-06-125UT-120
CEA-06-125UT-350
SK-06-250TM-350

CEA-06-250UT-350

Dual Shear
EA-06-062TV-350

CEA-06-062UV-350
CEA-06-187UV-350

Residual Stress
CEA-06-062UL-120 Full Bridge

CEA-06-250US-350

Weldable Gages
LWK-06-W250B-350

EA-06-015DJ-120 
CEA-06-062UW-350 
CEA-13-062UW-350

CEA-06-062UW-350/P2 
CEA-06-125UN-350

CEA-13-125UN-350
CEA-06-125UW-350 
EA-06-250BG-120/LE 
CEA-00-250UN-350
CEA-06-250UN-350

CEA-00-250UW-350 
CEA-06-250UW-350
CEA-13-250UW-350 
CEA-06-250UW-120 
CEA-06-500UW-350
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